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s p e c i f i c a t i o n ss p e c i f i c a t i o n s

l e o p a r d 4 7 p o w e r c a t

FOUR CABIN LAYOUTMAIN DECK

FLYBRIDGE THREE CABIN LAYOUT

Flybridge:
• Centralized helm position allows provides great visibility

on all corners for ease of maneuvers.

• Cushioned bench seating for up to eight passengers.

• Wet bar with single lever faucet and cooler compartment.

The concave in the aft sections of the hulls around
the props allows a shallower shaft angle, reducing
water disturbance and prop wash, resulting in a
superior and more efficient thrust to the propellers,
a shallower draft and better protection of the shaft.

Hull Chine:
Increases interior volume without

compromising hull shape and
minimizes wetted surface for more

speed. Water is deflected away
from the hull thus keeping deck drier,
while the radiused chine intersection

reduces slapping.

The collision bulkheads prevent water
intrusion in case of damage to the bows.

� The Leopard 47 Powercat contains all
the top features sailors desire, including blue
water capability, great performance, solid con-
struction, a superb anchoring system, excellent
ventilation, high quality equipment, large tank
capacities standard, a standard hard top, and
offers excellent value for money.

� The standard equipment can be
enhanced by a range of quality optional items
including generator, air conditioning, water
maker and much more, call for details.

� Robertson and Caine use advanced com-
posite GRP sandwich construction techniques
incorporating vacuum bonded cores, providing
superior compression and impact resistance.
Laminates use modern stitched E glass materials
as opposed to older woven roving styles ensuring
maximum strength and superior glass to resin ratios.

� The hull joints are solid fiberglass. The
hull deck joint is bonded and through-bolted, with
additional glass at strategic stress points to
ensure maximum strength. Bulkheads are struc-
turally taped to hull.

� Isophthalic gelcoat and resin-rich tissue
helps prevent osmosis. The hull laminate is light
and durable resulting in a dynamic weight car-
rying capacity and excellent motion reaction of
the hull, yet is also strong for ease of mind.

LEOPARD 47 POWERCAT STANDARD SPECIFICATIONS

Length overall 47 ft 3 in 14.42 M

Waterline length 47 ft 2 in 14.38 M

Beam 24 ft 10 in 7.57 M

Draft 3 ft 3 in 0.985 M

Displacement 32,045 lbs 14,500 Kg

Fuel capacity 317 US gal 1200 L

Water capacity 320 US gal 1210 L

Engines 150HP x 2
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Based on 1200lt (317 US Gallon) capacity. 10% tank reserve
allowed for. Boat is in half load condition. Data is based
on optimum conditions, equipment condition, operator
handling, sea state, and quality of fuel. Variations will
affect actual performance and consumption.


